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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 92, Fire safety, Subcommittee SC 4, Fire
safety engineering.

Alist of all parts in the ISO 24678 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The ISO 24678 series is intended to be used by fire safety practitioners involved in fire safety
engineering calculation methods. It is expected that users of this document are appropriately qualified
and competent in the field of fire safety engineering. It is particularly important that users understand
the parameters within which particular methodologies can be used.

Algebraic formulae conforming to the requirements of this document are used with other engineering
calculation methods during fire safety design. Such design is preceded by the establishment of a context,
including the fire safety goals and objectives to be met, as well as performance criteria when a tentative
fire safety design is subject to specified design fire scenarios. Engineering calculation methods are used
to determine if these performance criteria are met by a particular design and if not, how the design
needs to be modified.

The subjects of engineering calculations include the fire-safe design of entirely new built environments,
such as buildings, ships or vehicles as well as the assessment of the fire safety of existing built
environments.

The algebraic formulae discussed in this document can be useful for estimating the consequences of
design fire scenarios. Such formulae are valuable for allowing the practitioner to quickly determine
how a proposed fire safety design needs to be modified to meet performance criteria and to compare
among multiple trial designs. Detailed numerical calculations can be carried out up until the final
design documentation. Examples of areas where algebraic formulae have been applicable include
determination of heat transfer, both convective and radiant, from fire plumes, prediction of ceiling
jet flow properties governing detector response times, calculation of smoke transport through vent
openings and analysis of enclosure fire hazards such as smoke filling and flashover. However, the simple
models often have stringent limitations and are less likely to include the effects of multiple phenomena
occurring in the design scenarios.

The general principles of fire safety engineering are described in 1SO 23932-1, which provides a
performance-based methodology for engineers to assess the level of fire safety for new or existing built
environments. Fire safety is evaluated through an engineered approach based on the quantification
of the behaviour of fire and based on knowledge of the consequences of such behaviour on life safety,
property and the environment. ISO 23932-1 provides the process (necessary steps) and essential
elements to design a robust performance-based fire safety programme.

ISO 23932-1 is supported by a set of fire safety engineering documents available on the methods and
data needed for the steps in a fire safety engineering design summarized in Figure 1 (taken from
[SO 23932-1:2018, Clause 4). This set of documents is referred to as the Global fire safety engineering
analysis and information system. This global approach and system of standards provides an awareness
of the interrelationships between fire evaluations when using the set of fire safety engineering
documents. The set includes ISO 16732-1, ISO 16733-1, ISO 16734, 1SO 16735, I1SO 16736, ISO 16737, the
[SO 24678 series, the ISO 24679 series, ISO 16730-1, ISO/TS 29761, ISO/TS 13447, and other supporting
Technical Reports that provide examples of and guidance on the application of these documents.

Each document supporting the global fire safety engineering analysis and information system includes
language in the introduction to tie that document to the steps in the fire safety engineering design
process outlined in ISO 23932-1. IS0 23932-1 requires that engineering methods be selected properly to
predict the fire consequences of specific scenarios and scenario elements (ISO 23932-1:2018, Clause 12).
Pursuant to the requirements of ISO 23932-1, this document provides the requirements governing
algebraic formulae for fire safety engineering. This step in the fire safety engineering process is shown
as a highlighted box in Figure 1 and described in ISO 23932-1.

© IS0 2022 - All rights reserved v
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Set FSE project scope
(ISO 23932-1:2018, Clause 5)

1

Identify fire safety objectives
(ISO 23932-1:2018, Clause 6)*

Y

Identify functional requirements
(ISO 23932-1:2018, Clause 7)*

1

Select risk analysis approach
(IS0 23932-1:2018, Clause 8)°

!

Identify performance criteria
(ISO 23932-1:2018, Clause 9)*

Boundaries of analysis

Does
life-cycle
analysis show
changes?
(ISO 23932-1:2018,
Clause 16.3)

\

Create fire safety design plan
o (IS0 23932-1:2018, Clause 10)

\

Determine design scenarios
(ISO 23932-1:2018, Clause 11)¢

No Yes

Execute fire safety management
Y (ISO 23932-1:2018, Clause 16)

Select engineering methods Iy
(ISO 23932-1:2018, Clause 12)¢

Implement fire safety design plan

y (IS0 23932-1:2018, Clause 15)

Evaluate design (scenario-based) Iy
(IS0 23932-1:2018, Clause 13)°

Document in final report
(IS0 23932-1:2018, Clause 14)

Are

performance Fsgre (f)ftherd7
criteria satisfied? s atfected?
(IS0 23932-1:2018 (ISO 23932-1:2018,
' Clause 13.5)

Clause 13.4)

a2 Seealso ISO/TR 16576 (Examples).
b Seealso ISO 16732-1,1S0 16733-1, 1SO/TS 29761.
¢ SeealsoIS016732-1,1S0 16733-1,ISO/TS 29761.

d  See also ISO/TS 13447, SO 16730-1, ISO/TR 16730-2 to ISO/TR 16730-5 (Examples), SO 16734, ISO 16735,
1SO 16736, SO 16737, ISO/TR 16738, ISO 24678-6.

¢ SeealsoISO/TR16738,1S0 16733-1.

NOTE Documents linked to large parts of the fire safety engineering design process: ISO 16732-1,
[SO 16733-1, the I1SO 24678 series, ISO 24679-1, ISO/TS 29761, ISO/TR 16732-2 and ISO/TR 16732-3 (Examples),
ISO/TR 24679-2,1SO/TR 24679-4,1SO/TR 24679-51 and ISO/TR 24679-6 (Examples).

Figure 1 — Flow chart illustrating the fire safety engineering design process
(from ISO 23932-1:2018)

1) Under development. Stage at the time of publication: ISO/DTR 24679-5:2022.
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Fire safety engineering — Requirements governing
algebraic formulae —

Part 9:
Ejected flame from an opening

1 Scope

This document specifies the requirements governing the application of explicit algebraic formula sets
to the calculation of specific characteristics of ejected flame from an opening.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 13943, Fire safety — Vocabulary

ISO 24678-1, Fire safety engineering — Requirements governing algebraic formulae — Part 1: General
requirements

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 13943 and the following apply.

[SO and IEC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
aspect ratio of an ejecting plane
ratio of the opening width to the height of ejecting plane, typically half of the opening height

3.2
ejected flame from an opening
flame ejected from an opening in a flashed enclosure

3.3
equivalent opening radius
equivalent radius for the ejecting plane, typically upper-half area of the opening

3.4
facade
products or constructions added to the external surface of an existing wall or frame

3.5
mass flow rate
<ejected flame> flow rate of fire effluent ejected from an opening

©1S0 2022 - All rights reserved 1
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3.6
mean temperature rise
time-averaged gas temperature rise above the ambient value

3.7
neutral plane
location where the pressure difference across an opening is zero

3.8
trajectory of ejected flame
trace of the centreline of the ejected flame

3.9

unburnt gas

combustible gas generated in a fire enclosure but yet to burn outside of an opening as a part of ejected
flame

4 Requirements governing the description of physical phenomena

4.1 The requirements governing the description of physical phenomena as specified in ISO 24678-1
apply, in addition to the requirements specified in the following subclauses.

4.2 The ejected flame from an opening is a complex, thermo-physical phenomenon that can be highly
transient or nearly steady-state. It contains regions where there is usually flaming combustion and
regions where there is no combustion taking place, but only a turbulent upward flow dominated by
buoyancy forces. Regions of the ejected flame from an opening (whether or not flaming/combusting,
influence of aspect ratio of opening, etc.) to which specific formulae apply shall be clearly identified.

4.3 The ejected flame from an opening can be significantly affected by many environmental
parameters, e.g. property of enclosure and fire sources, aspect ratio of an opening, facade wall, external
wind. The property of ejected flame shall be described taking these parameters into account.

5 Requirements governing the calculation process

The requirements specified in ISO 24678-1 governing the calculation process apply.

6 Requirements governing limitations

The requirements specified in ISO 24678-1 governing limitations apply.

7 Requirements governing input parameters

The requirements specified in ISO 24678-1 governing input parameters apply.

8 Requirements governing the domain of applicability

The requirements specified in ISO 24678-1 governing domain of applicability apply.

9 Example of documentation

An example of documentation meeting the requirements in Clauses 4-8 is given in Annex A.

2 © IS0 2022 - All rights reserved
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Annex A
(informative)

Formulae for heat flux from ejected flame from an opening

A.1 Scope

This annex provides a set of formulae for heat flux from ejected flame. As a simple case, a single
rectangular opening in a flashed enclosure is considered.

A.2 Symbols and abbreviated terms used in Annex A

a coefficient for axial distance calculation

a coefficient for horizontal distance calculation

A opening area (m?2)

Ar internal surface area of an enclosure (m?2)

B width of the opening (m)

Cp specific heat of air at a constant pressure (kJ/kg-K)
Cc coefficient for axial distance calculation

(o coefficient for horizontal distance calculation

Jrectn  configuration factor of a rectangular plane to a horizontal target (-)

frecty  configuration factor of a rectangular plane to a vertical target (-)

F configuration factor (-)

Fycont  configuration factor of continuous flame region seen from a horizontal target (-)

Fypine  configuration factor of intermittent flame region seen from a horizontal target (-)

F}, openingconfiguration factor of opening area seen from a horizontal target (-)

F,cont  configuration factor of continuous flame region seen from a vertical target (-)
Fyint configuration factor of intermittent flame region seen from a vertical target (-)
Fy opening configuration factor of opening area seen from a vertical target (-)

g gravitational acceleration (m/s?)

h heat transfer coefficient (kW/m2-K)

H opening height (m)

AH heat of combustion (kJ/kg)

L length of radiating plane (m)

e

©1S0 2022 - All rights reserved 3
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m exponent for axial distance calculation

m' exponent for horizontal distance calculation

my, mass burning rate of fuel

m;, mass flow rate of inflow fresh air into an opening (kg/s)
Myt mass flow rate of outflow gas out of an opening (kg/s)

n aspect ratio of the ejecting plane of an opening (-)

Geony  convective heat flux (kW/m?)

Grad radiative heat flux (kW/m?2)

Grota1  total heat flux (kW/m?)

Q heat release rate from combustibles in an enclosure (kW)

Q. enthalpy flow rate of the gas ejected from an opening (kW)

Qs heat release rate from unburnt gas (kW)

Qcr total heat release rate from ejected flame (kW)

Qcf" dimensionless heat release rate from ejected flame for aspect ratio < 5

Qef*  dimensionless heat release rate from ejected flame for aspect ratio > 5

Qycrit  Critical heat release rate for onset of ejected flame (kW)

o equivalent opening radius (m)

S separation distance between an opening and a target (m)

T, mean temperature of ejected flame (K)

T, cont ~Mmeantemperature of continuous flame region (1 093 K)
eint ~ Mmean temperature of intermittent flame region (977 K)

T¢ fire enclosure temperature (K)

T, surface temperature of a target (K)

T, ambient temperature (K)

AT, mean temperature rise of ejected flame above ambient (K)

AT temperature rise in a fire enclosure above ambient (K)

X horizontal distance in an outward direction from the top of the opening (m)

z height above the top of the opening (m)

z’ height of ejected flame along the trajectory (m)

Z, height of the neutral plane (m)

Az height of a virtual origin for aspect ratio < 5 (m)
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Az, height of a virtual origin for aspect ratio > 5 (m)

a flow coefficient (-)

B volume expansion ratio (K1)

€ emissive power of ejected flame (kW/m?2)

A ratio of height of radiating plane to width of radiating plane (-)
0 flame tilt angle (rad.)

o dimensionless temperature for aspect ratio < 5 (-)

0, dimensionless temperature for aspect ratio > 5 (-)

Peo density of ambient air (1,2 kg/m3)

Pe density of ejected flame gas (kg/m3)

o Stefan-Boltzmann constant (5,67x10-11 kW/m?2-K%)

3 ratio of normal distance to radiation plane to width of radiating plane (-)

A.3 Description of physical phenomena addressed by the formula set

A.3.1 General description of the calculation method

A.3.1.1 Calculation procedure

Estimating the heat flux received by a target from an ejected flame involves the three following steps:
— determination of characteristics of the ejected flame from an opening;

— determination of heat flux characteristics of ejected flame from an opening;

— calculation of heat flux received by a target (configuration factor of a flame to a target, atmospheric
transmissivity along radiation path).

A.3.2 Scenario elements to which the formula set is applicable
The formula set is applicable to heat flux from quasi-steady-state ejected flames from a rectangular

opening equipped in a wall. Heat flux to a wall above an opening and to a wall facing an opening are
calculated.

A.3.3 Self-consistency of the formula set

The formula set provided in this annex has been derived and reviewed to ensure that calculations
resulting from different formulae in the set are consistent (i.e. do not produce conflicts).

A.3.4 International Standards and other documents where the formula set is used

None specified.

© IS0 2022 - All rights reserved 5
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A.4 Formula set: documentation of calculation process

A.4.1 General description of the calculation process

As shown in Figure A.1, heat flux is emitted by a flame and received by a target surface. The heat flux
received by a target from ejected flame can be calculated by Formula (A.1):

Gtotal =qrad T 9conv (A1)
Z
\\ 3
1 qrad \ /
Y=g
) q //
conv / Qef’Te'pe qrad
/ C
// :>
T
f
/
/ 4
iy — 7 X
t_) Qf
Q, e
<[
Q
pi
S
2 ! 1
Key
1 enclosure
2  fire source
3  ejected flame
4 central axis

Figure A.1 — Heat flux from an ejected flame to a target

Figure A.2 depicts the successive steps for estimating the heat flux received by a target from an
ejected flame. As presented in Figure A.2, the model is composed of different interdependent sub-
models. the heat release rate and temperature in the room are determined from the specified burning
object characteristics. Then the heat release rate from the ejected flame from an opening is calculated
considering the unburnt gas. Using this value, a trajectory of the ejected flame and the central axis
temperature are determined. The geometry of the ejected flame is determined by the aspect ratio of
the opening and is calculated using the height from the top of the opening and the horizontal distance
from the top of the opening. The effect of blockage by participation medium such as soot, water vapour
and dipole gases is considered where necessary as atmospheric transmissivity.

The target is considered as an infinitesimally small plane element, which is assumed to be located at
the minimum distance between the ejected flame and the target. As configuration factors are also
considered in the calculations of the physical phenomena, the point is associated with an element
surface. In the rest of this document, the target is seen as a unit surface of a target.

6 © IS0 2022 - All rights reserved
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Property of compartment and fire sources
(HRR from fire, temperature, compartment size, opening width and height)

Axial distance between opening height
(] ] and the target height

Position of neutral plane and
mass flow rate of an opening

¥ [

| Total heat release rate from ejected flame from an opening |

Heat release rate from unburnt gas

[] Radial distance between an
| Dimensionless temperature of the ejected flame | opening and a target
v
Distance along the central axis of ejected flame from an opening | 1
L] v
Ejected flame height from top Horizontal distance of ejected Envi tal conditi
of opening flame from top of opening nvironmentat conditions
P l l
Emmisive power from flame surface Configuration factor Atmospheric transmissivity
Convective heat flux
received by a target Radiative heat flux received by a target
Total heat flux received by a target

Figure A.2 — Calculation process of heat flux received by a target from an ejected flame

A.4.2 Shape of ejected flame

The shape of the ejected flame is determined according to the aspect ratio of an ejecting plane. The
aspect ratio of an ejecting plane is calculated using Formula (A.2):

ne (HfZ ; (A.2)

For an aspect ratio < 5, a tilted quadrangular prism flame is assumed as shown in Figure A.3. For an
aspect ratio > 5, an upright quadrangular prism shape is assumed as shown in Figure A.4.[1[2] It is also
assumed that the bottom of the ejection flame is located at the neutral plane of the opening. The height
of the neutral plane is calculated using Formula (A.3):

H

l =
N1 (1 /T

(A.3)

©1S0 2022 - All rights reserved 7
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Key
1 targetl
2 target?2
Figure A.3 — Shape of the ejected flame for aspect ratio < 5
(.,
T~
%
1
N
N
= Y
N/:/
Key
1 targetl
2 target?2

Figure A.4 — Shape of the ejected flame for aspect ratio > 5

A.4.3 Total heat release rate from an ejected flame from an opening

A.4.3.1 General

The heat release rate from an ejected flame from an opening is calculated by the sum of enthalpy flow
rate out of an opening and heat release rate of unburnt gas burning outside of an opening.

8 © IS0 2022 - All rights reserved
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A.4.3.2 Mass flow rate of gas from an opening

The pyrolysis rate of the combustible is negligible because it is very small compared to the flow rates
of outflowing hot gas and inflowing air. The mass flow rates into and out of an opening are calculated

using Formula (A.4):[31[4][5]
min :mout :O,SA\/E (A.4')

A.4.3.3 Enthalpy flow rate of gas out of an opening

The enthalpy flow rate of the gas ejected from an opening is calculated with Formula (A.5), using the
temperature rise inside the enclosure and the mass flow rate out of an opening:

Qe :CpmoutATf (A.5)

A.4.3.4 Heatrelease rate from unburnt gas

The critical heat release rate for the onset of ejected flame, Q, .., is given by Formula (A.6).[6] If the fire
is controlled by ventilation, unburnt gas is generated in the enclosure. The unburnt gas is ejected from
an opening and burnt with oxygen outside of an opening. The heat release rate from unburnt gas is
calculated by Formulae (A.6) and (A.7):11

Qv crit :]-SOATZ/5 (A\/ﬁf/s (A.6)
Qf = AHmy ~Q,, it =Q-150A1%> (ANH Y/ (A7)

NOTE The valid range of Formula (A.6) is 5 < n < 20.

A.4.3.5 Total heat release rate from ejected flame

The total heat release rate from an ejected flame from an opening is calculated by summing
Formulae (A.5) and (A.7), resulting in Formula (A.8):11

Qef =Qe +0f (A.8)

A.4.4 Dimensionless temperature of the central axis temperature rise of an ejected
flame

A.4.4.1 General

The central axis temperature is calculated along the trajectory of ejected flame. Notation of
dimensionless temperature for the central axis is shown in Figure A.5.

©1S0 2022 - All rights reserved 9
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Figure A.5 — Notation of dimensionless temperature for the central axis

A.4.4.2 Aspectratios<5

The dimensionless form of the central axis temperature of the ejected flame, 0, at aspect ratio < 5 is

given using Formula (A.9):[2]
AT,r>3
o=—°0 (A9)
5 \L/3
Toerf
2.2
CpPe 9
The parameter, ry, expressed in m, is the equivalent opening radius according to the rectangular

opening area. This parameter is obtained by using Formula (A.10),[2] which corresponds to a circular
opening having the same area as the rectangular opening:

LS 10

The density of ejected gas is correlated with the temperature of ejected flame using Formula (A.11):

_353
e T

e

(A.11)

10 © IS0 2022 - All rights reserved
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A.4.4.3 Aspectratio>5

The dimensionless form of the central axis temperature rise of the ejected flame, 6,, at an aspect ratio
> 5 is given by Formulae (A.12):

AT,(H-Z,)

NVE
2.2
Cp Pe 9
A.4.5 Non-dimensional temperature according to the distance along the central axis of
ejected flame from an opening

0, = (A.12)

A.4.5.1 Aspectratio<5

The distance along the central axis of the ejected flame from an opening, z’, at an aspect ratio < 5 is
correlated with non-dimensional temperature using Formulae (A.13) to (A.15):[6]

z'=(~4In(20))** ry - Az (A.13)
Az=0,04Q 5%r, (A.14)
Qef
Qer= (A.15)
Cppoonguers/z

where z’is the distance as measured along the trajectory of the central axis as shown in Figure A.6.

A.4.5.2 Aspectratio>5

The distance along the central axis of the ejected flame from an opening, z', at an aspect ratio > 5 is
correlated with non-dimensional temperature using Formulae (A.16) to (A.18):[0]

z'=(-4In(20)))*/* (H-2,)- Az (A.16)

Az =0,04Q | *(H-Z, ) (A.17)
* e B

Qler= Qet | (A18)

cpPTng*(H-2, )3/

©1S0 2022 - All rights reserved 11
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Figure A.6 — Notation of distance along the central axis of ejected flame from an opening

A.4.6 Vertical distance along the central axis of ejected flame from an opening

The vertical distance, z, and axial distance, z’, are correlated using Formulae (A.19) to (A.22):(7]

z'-z

=Cexp(—an™) (A.19)
H-Z,
€ =0,345exp(-0,297n'°7)+0,083 3 (A.20)
a=-0,321n% +2,09n+1,54 (A.21)
m=-0,0230n% +0,122n+0,571 (A.22)

A.4.7 Horizontal distance of ejected flame from top of opening

A.4.7.1 Aspectratio<5

The horizontal distance of ejected flame from the top of the opening, x, at an aspect ratio < 5 is given
using Formulae (A.23) to (A.26):[7]

X , z o Z m
g =G G el ") (A.23)

C'=110exp(—0,209n%3%)+0,945 (A.24)

12 © IS0 2022 - All rights reserved
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a'=3,31exp(-0,012 1n*13)+1,59 (A.25)

m'=-1,12exp(-0,001 75n*32)+1,25 (A.26)

A.4.7.2 Aspectratio>5

The horizontal distance of ejected flame from the top of the opening, x, at an aspect ratio > 5 is given
using Formula (A.27):

_H-Z,
2

X

(A.27)

A.4.8 Emissive power
The emissive power is approximated by 1 assuming that the flame is a blackbody.
A.4.9 Configuration factor

The configuration factor from the radiating surface to a target is calculated by the geometry of the
flame and the location of the target using Formulae (A.28) to (A.30):[8]

Key
1 emitting surfaces (flame)

2 targetin the vertical orientation

Figure A.7 — Geometry of a tilted flame and location of a target

Ssin@ Scosf L.—Ssin@ Scos6
Fzzl:{frect-v( —j+frect-v( < ’ J}COSQ

B/2 B/2 B/2 ' B/2 a8
Ssin® ScosH L, —Ssin@ ScosO | .
+93 frect-h B—/Z'B—/Z — frect-h B/2 , B2 sin@
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Jrectv (1.8)= i ! tan! A + A tan ! 1
mieg2 o eg? e 2248
1 11 4 -1 1
Hw(A,E)=—I|t L t
frectn ( é) ZTE_an 5 Wan W

A.4.10 Radiative heat flux to a target

(A.29)

(A.30)

Continuous and intermittent flame regions are shown in Figure A.8. It is assumed that the temperature

of the continuous flame region, T,
is 977 K:[21[19]

=977K

: /

-, _L{/[820+273)4 +(520+273)*

e,int —
2

2
Key
1  enclosure
2 fire source
3 intermittent flame region, T, ;,, = 977 K (704 °C)
4 continuous flame region, T, .o, = 1 093 K (820 °C)

Figure A.8 — Shape of an ejected flame as sources of radiation

The radiative heat flux received by a target is calculated using Formula (A.32):

4 4 4 .
Fh,openinng +Fy cont Te,cont + Fhjint Te,int (horizontal target)
Qrad = €0
F.

v,opening Tf4 +F T} t +Fv,int T (vertical target)

v,cont * e,con e,int

econv 1S 1 093 K and that of the intermittent flame region, T,

,int’

(A.31)

(A.32)
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A.4.11 Convective heat transfer to a target

A.4.11.1 To a target on a facade wall
The convective heat flux received by a target on a fagade wall is calculated using Formula (A.33):

Qeony =h(Te —T5) (A.33)
The convective heat transfer coefficient is assumed to be 0,025 kW/m?2-K as a conventional value.

A.4.11.2 To a target on a wall facing the opening

Assuming that the target is well apart from the plume centreline, the convective heat flux is neglected,

as shown with Formula (A.34):
Geony =0 (A.34)

A.5 Scientific basis for the formula set

An extensive set of experiments and derived general expressions of ejected flame and plume were
carried out by Yokoi.[2] Dimensionless temperature formulae of ejected flame were also developed
by Yokoi.l[2] The formula for the critical heat release rate, Qy criv Of ejected flame was developed by
Ohmiya,l¢] with consideration of work by other authors, including Hasemi et al.,[2] Lin et al.,[10] Higglund
et all1] and Jansson-Onnemark.[12] The unburnt gas and total heat release rate formulae of ejected
flame were proposed by Ohmiya.[ll

A.6 Formula set limitations

A.6.1 Fire behaviour in an enclosure
Only fully-developed, ventilation-controlled fires can be considered. Even in the case of localized fires,

the flame can be ejected from an opening. However, the flame characteristics are different from those
described in this document.

A.6.2 Openings

The number of openings is limited to one. If there are multiple openings, the airflow pattern can be
different, resulting in different flame behaviour.

A.6.3 Proximity to boundaries

The effect of eaves and/or wing walls is not taken into account.

A.6.4 Emissive power

Emissive power of flame should be calibrated through experimentation for precise calculations.

A.6.5 Facade wall

A wall is assumed to exist. Flame behaviour will be different if there is no facade wall above an opening.

© IS0 2022 - All rights reserved 15
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A.6.6 Non-dimensional heat release rate of ejected flame

The range of non-dimensional heat release rate of ejected flame is limited by Formula (A.35) or
by Formula (A.36). For aspect ratio < 5, Formula (A.35) applies:

1<Qq <10 (A.35)

For aspect ratio > 5 Formula (A.36) applies:

1<Q)ef <10 (A.36)

A.7 Formula set input parameters

A.7.1 Opening shape and size

Rectangular opening is assumed. The parameters B and H, expressed in m, are normally obtained from
the design fire scenario.

A.7.2 Heatrelease rate of fuel

The parameter Q, expressed in kW, is the rate of heat that is actually released by a fire under specific
room conditions. This parameter is normally obtained from the design fire scenario.

A.7.3 Fire enclosure temperature

The parameter Ty, expressed in K, is the fire enclosure temperature. This parameter should be estimated
based on enclosure geometry, method of construction and characteristics of fuel.[111112] This parameter
is normally obtained from the design fire scenario.

A.7.4 Internal surface area in an enclosure

The parameter Ap, expressed in m?, is the internal surface area in an enclosure. This parameter should
be estimated based on enclosure geometry. This parameter is normally obtained from the design fire
scenario.

A.8 Domain of applicability of the formula set

A.8.1 General

The domain of applicability of the formula set in this annex can be determined from the scientific
literature references given in Clause A.5.

A.8.2 Comparison with experimental data sets

A.8.2.1 Comparison of central axis temperatures

Conditions of experiments are shown in Figure A9 and Table A.1. The enclosure
measures 4,0 m x 4,0 m x 1,7 m. An opening is equipped on the wall. As the aspect ratio of the opening is
large, the ejected flame tends to stick to fagade wall. Figure A.10 compares the measured temperatures
adjacent to the facade wall and the calculated values of the ejected flame temperatures. As a result, the
calculated values agree with or are slightly higher than the experimental values.

16 © IS0 2022 - All rights reserved
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opening, 2,0 m (width) x 0,3 m to 0,6 m (height)
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57

03~0,6 |
I
I

enclosure, 4,0 m x 4,0 m x 1,7 m, lined with ceramic fibre blanket (50 mm -150 mm)

facade wall, calcium silicate board (25 mm) lined with ceramic fibre blanket (25 mm)

Figure A.9 — Outline of experimentsl1]

Table A.1 — Conditions of experimentsl[l]

© IS0 2022 - All rights reserved

Condition Opening width | Opening height Heat release Enclosure tem- | Ambient tem-
rate of fire perature perature
(mm) (mm) (kW) (K) (K)
1 2000 600 2304 1055 300
2 2000 500 1051 1022 300
3 2000 400 833 942 300
4 2000 300 530 842 300
17
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Y Y
1200 1200
- —1
1000 + 1000
i o2
800 + 800
600 1 %o 600
i OO
400 + <o 400
L o o
200 T ° oo 200
0 1 I 1 I 1 0
0 2 4 6 X 0 2 4 6 X
a) Condition 1 b) Condition 2
Y Y
1200 1200
- —1 - —1
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i o2 i o2
800 - 800 4
600 1< 600
400 + 400
I o
200 + % 200
L © o
0 L I L I L 0
0 2 4 6 X 0 2 4 6 X
c) Condition 3 d) Condition 4
Key
X height above the top of the opening, z (m)
Y temperature rise above ambient, AT, (K)
1 calculated values
2  measured values

Figure A.10 — Comparison of experimental and calculated central axis temperatures

A.8.2.2 Comparison of radiative heat flux

Comparison was made on the experimental layout shown in Figure A.11. The opening size
was 1,0 m (width) x 0,5 m (height). The heat release rate of fire was 636 kW. The fire enclosure
temperature was 1 473 K. The heat flux was measured at 1 m, 2 m, 3 m and 4 m from window surface at
the height equal to the window top. The calculated heat flux is compared with experimental values in
Figure A.12. The calculated value is slightly larger than the measured values, but the general tendency
is in good agreement.
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1  enclosure, dimensions: 2 m x 2 m x 2 m; temperature Ty =1 473 K
2 fire source, Q = 636 KW

3  opening, 1,0 m (width) x 0,5 m (height)

4  facade wall, 4 m (width) x 5,7 m (height)

5 opposite wall

6  heat flux gauge

S separation distance, 1 m, 2 m, 3 mand 4 m

Figure A.11 — Outline of experiment

40

30 | o

20 +

10 +

S
ul
>

X  separation distance, S (m)

Y radiative heat flux, q,,4 (kW/m?)
1 calculated values

2

measured values

Figure A.12 — Comparison between experimental and calculated radiative heat flux
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A.9 Calculation example

This clause demonstrates the calculation procedure for the layout shown in Figure A.13. The enclosure
size is 3 m x 3 m x 3 m. The opening size is 2,0 m (width) x 0,8 m (height). The heat release rate is
2 000 kW. The enclosure temperature is 1 200 K. The heat flux to a vertical target located 3 m apart
horizontally from the centre of the opening is calculated using the following procedures.

1 z /3

T =300K
T.=1200K
B=2m

B
¢l
‘ \4
|
H=0,8m
>
H/2 | .\
|

Q=2000kwW
2 . S=3m |
Key
1 enclosure,3mx3mx3m
2 fire source
3  ejected flame
4  target

Figure A.13 — Illustration of a calculation example of the heat flux to a target

The height of the neutral plane is calculated using Formula (A.37) [based on Formula (A.3)]:

H 0,8

- = =0,309 (A.37)
" 1+(T /T Y3 1+(1200/300)3

Z

where Z is expressed in m.

The aspect ratio of an opening is calculated using Formula (A.38) [based on Formula (A.2)]:

n=— 2 - 2 =4,07 (A.38)
(H-Z,) (0,8-0,309)

The mass flow rate from an opening is calculated by Formula (A.39) [based on Formula (A.4)]:

My, =My =0,5AVH =0,5x1,6x+/0,8 =0,716 (A-39)

where m;, is expressed in kg/s.
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The enthalpy flow rate of the gas is calculated by Formula (A.40) [based on Formula (A.5)]:
Qe =¢pMy, AT =1,01x0,716x(1 200-300) =650 (A.40)

where @, is expressed in kW.

The heat release rate from unburnt gas is calculated by Formula (A.41) [based on Formula (A.7)]:

Qr =Q-1504;2/> (ANH)*/> =2 000-150x52,4%/° x(1,6+/0,8)*/°> =1 094 (A41)

where Q;is expressed in kW.
The total heat release of ejected flame is calculated by Formula (A.42) [based on Formula (A.8)]:
Quf =Qc +Qf =644+1094=1744 (A.42)

where Q¢ is expressed in kW.

The equivalent radius is calculated by Formula (A.43) [based on Formula (A.10)]:

B(H-Z -
’"o=\/ ( n):\/2><(0,8 0,309) _ 559 (A.43)
T T

where r( is expressed in m.

Dimensionless temperature is divided into continuous flame region and intermittent flame region. The
non-dimensional temperatures are calculated as follows:

— for the continuous flame region where T, .., = 1 093 K, using Formulae (A.44) and (A.45) [based on
Formula (A.9) and (A.11)]:

_353_ 353
Pe T, 1,093

=0,323 (A.44)

5/3 5/3
AT.r, 93— 9

1/3 1/3

T.. Q0" / ( 300x1 7442 ]/
2 2

Cgpezg 1,01°x0,323°x9,81

— and for the intermittent flame region where T,
on Formula (A.9) and (A.11)]:

=977 K, using Formulae (A.46) and (A.47) [based

,int

353 353
— — =0,361 A.46
Pe T, 977 ( )
5/3 5/3
AT,r, —
0= el _ (977-300)x0,559 0,289 (A47)

1/3 1/3
T..Qcf" ! ( 3001 744> ]/
2.2 2 2
CpPe"g 1,01°x0,361“%x9,81
where p, is expressed in kg/m3.
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The dimensionless total heat release of ejected flame is calculated using Formula (A.48) [based on
Formula (A.15)]:
0. Qef 1744
f = = —
 eppuTg?r3?  1,01x353x9,81%%0,559%/

Height of virtual origin above opening is calculated using Formula (A.49) [based on Formula (A.14)]:

6,69 (A.48)

Az=0,04Q%%ry =0,04x6,69%%0,559=1,00 (A.49)

where Az is expressed in m.

The corresponding distances along the central axis of ejected flame from the opening are calculated as
follows:

— for the continuous flame region where T,

e,cont
Formula (A.13)]:

z'=(~41n(20))*/* ry — Az =(-41n(2x0,314))*/* x0,559-1,00=0,208 (A.50)

= 1 093 K, using Formula (A.50) [based on

— and for the intermittent flame region where T,

e,int
Formula (A.13)]:

z'=(~41n(20))*/* ry — Az =(—4In(2x0,289))*/* x0,559-1,00=0,486 (A.51)

= 977 K, using Formula (A.51) [based on

where 7' is expressed in m.
Ejected flame heights from the top of the opening are calculated as follows:

— forthecontinuousflameregionwhere T, ,,,=1093K,usingFormula (A.52) [based on Formula (A.19)]:

z=z'-Cexp(—an™)(H -z,)=0,208—-0,17 exp(—4,73x4,07°%?)(0,8-0,309)=0,208 (A.52)

— and for the intermittent flame region where T,

e,int
Formula (A.19)]:
z=z'-Cexp(—an™)(H-z,)=0,486-0,17 exp(—4,73x4,07°%?)(0,8-0,309)=0,486 (A.53)

= 977 K, using Formula (A.53) [based on

where z is expressed in m.
Horizontal distances of ejected flame from the opening are calculated as follows:

— for the continuous flame region where T,

econt = 1 093 K, using Formula (A.54) [based on
Formula (A.23)]:

, , z ' 0,208 72
x=C'zexp{—a ™M1-1,29%0,211xexp{-1,65x(———)"""*1=0,111 A.54
(e’ p-1,65x(5 o007 (A.54)

— and for the intermittent flame region where T,

eint = 977 K, using Formula (A.55) [based on
Formula (A.23)]:

)" 1=1,29%0, 489xexp{—1,65x (—2T80__10.72y 0,122 (A.55)

z
H-Z 0,8-0,309

n

x=C'zexp{-a'(

where x is expressed in m.
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Flame geometry is shown in Figure A.14. Configuration factors are calculated for window opening
area, continuous flame region (T, ., = 1 097 K) and intermittent flame region (7T ;,; = 977 K). The
configuration factors are calculated using Formulae (A.56) to (A.58) [based on Formulae (A.28) to

(A.30)]:

— for the window opening area where T,

=1200K:

,opening

F,

v,0opening

=0,052 2 (A.56)

=1093K:

— for the continuous flame region where T, ., =

F,

v,cont

=0,014 8 (A.57)

— for the intermittent flame region where T, ;. = 977 K:

,int

F,

\Y

nt =0,018 9 (A.58)

Heat flux received by the target is calculated by using Formula (A.59) [based on Formula (A.32)]:

4 4 4
rad = SG(Fv,openinng + Fv,cont Te,cont + Fv,int Te,int )
=1,0%5,67x107 1! x(0,052 2x1200* +0,014 8x1093*+0,018 9><9774) (A.59)

=8,31
where q,,4 is expressed in kKW/m?.
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Figure A.14 — Flame geometry and configuration factors to a target
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